Carbon Can-Filters
by Express-air

The BExpress-air range of circular carbon filters have been
designed for use with exfract fans to remove most un-
waonted smells, The activated carbon filters are o pocked
bed design to give constant performance, long life and
are maintenance free, with a life of up 1.5 years. Packed
bed design pravents the forming of preferential channels,
which can allow unireated air through the system. The
design of Filters gives you a large surface area for lower
pressure drops. typically 180pa at max giflow with pre-filter.
A bed depth, that allows for full 0.1 second contact fime
at max aiflow for complete odour removal. Ideal for the
Hydroponics industry. Awvailable in duct sizes of 100mmup to
315mm

Order Code

ECCF = Circ Carbon Filter
150 = Duct Spigot Size mm
800 = Lengin mm

ECCF100/250
ECCF125/500
ECCF150/500
ECCF150/800

ECCF200/500
ECCF200/800
ECCF250/750
ECCR315/750
ECCF315/1250

I7mmafhr
50mafhr
£80ma/hr
Fa0mafhr
Fa0mafhr
1030m3/ he
1080m3 fhr
13003 fhr
250C0m3fhr

HK1004
HW 1254881

HyY 1504,
HYIK150L

Hy k2004,
H k22001

HwkZE0ALL

H315A
Hywl315L0

Carbon Can Filfers are to be used with the HYK range of
plastic extract duct fans



